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(57) ABSTRACT

A method comprising for adjusting a power level in a key fob
includes transmitting a first output signal at a first power
setting. A feedback signal is received via a feedback mecha-
nism thatindicates a first power level of the first output signal.
The first output level is compared to a threshold level. A
second output signal at a second power setting greater than
the first power setting is transmitted if the first output power
level is below the threshold.
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1
KEY FOB TRANSMISSION COMPENSATION

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is related to U.S. patent application Ser.
No. 14/672,521, filed Mar. 30, 2015 entitled “KEY FOB
TRANSMISSION COMPENSATION” and U.S. patent
application Ser. No. 14/672,544, filed Mar. 30, 2015 entitled
“FOB CASE FOR REDUCED TRANSMISSION INTER-
FERENCE”, the complete contents of which are hereby
incorporated herein by reference in their entirety.

BACKGROUND

A remote keyless entry system (RKE system) includes a
remote device, sometimes called a fob or key fob, used by a
vehicle operator and in communication with a base unit
embedded in a vehicle. The RKE system’s range, i.e., the
distance between the key fob operated by the vehicle operator
and the base unit, is a characteristic of perceived system
quality. The system’s range varies according to the fob’s radio
frequency (RF) output power, which is limited by federal
regulation.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is diagram of an exemplary remote keyless entry
system.

FIG. 2 is a block diagram of the exemplary remote keyless
entry system of FIG. 1.

FIG. 3 is a perspective view of the key fob of FIG. 1,
including a capacitive sensor grid array.

FIG. 4 is a diagram of an exemplary process for adjusting
an output power setting based on the detection of a hand
operating the fob of FIG. 1.

FIG. 5 is a diagram of an exemplary process for using an
internal feedback mechanism to adjust an output power set-
ting of the fob of FIG. 1.

DESCRIPTION

Introduction

The fob’s regulated power level is measured in “free space”
without a human hand touching or proximate the key fob. A
human hand proximate a transceiver antenna in the fob may
interfere with transmission and reduce the RF output power.
A human-fob interaction may change the antenna pattern so
that there is less gain in the direction of the vehicle. Addition-
ally, when a fob battery is approaching end of life (has lost
most of its charge) the fob’s output power may be reduced.
Reduced output power reduces the RKE system’s range,
potentially resulting in operator dissatisfaction.

FIG.11llustrates an exemplary remote keyless entry (RKE)
system 10 for a vehicle 12 including one or more mechanisms
for adjusting output power to compensate for interference
froman object, e.g., an operator. The RKE system 10 provides
for remote control from a key fob 14 for various vehicle 12
applications such as door locks, trunk latch, interior and exte-
rior lights, engine start, climate control, etc. The vehicle 12 is
generally a land-based vehicle having two or more wheels,
e.g., a passenger car, light truck, a motorcycle, etc. The
vehicle 12 includes a base station 16 for receiving messages
from the key fob 14 and optionally transmitting messages to
the key fob 14.

The key fob 14 transmits messages to the base station 16
and may also receive messages from the base station 16. The
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key fob 14 includes a housing 18 and an interface 20. The
interface 20 receives input from and provides output to an
operator.

In order to determine an output power setting, the key fob
14 may include one or more sensors for detecting the presence
of an operator proximate to, or holding the key fob 14. The
key fob 14 may further include one or more feedback mecha-
nisms for detecting an actual output power level, and com-
paring the detected output power level to a stored threshold
value. Based on the information from the sensors and/or
feedback mechanisms, the key fob 14 may adjust an output
power level. Adjusting the output power level of the key fob
14 to compensate for interference allows, for example, the
key fob 14 to communicate with the vehicle 12 over a longer
range, and may increase operator satisfaction with the RKE
system 10. In addition to adjusting the output power level of
the key fob 14, adjustments to other communications param-
eters, such as time-to-sleep mode (the delay time between
sending a transmission and receiving a response), data rate,
preamble time, etc. may be made.

System Elements

As shown in FIG. 2, the vehicle 12 includes the base unit 16
and further includes control units 38 and an interface 40.

The base station 16 includes a controller 30 including a
processor 31 for executing programs stored in a memory 33.
The base station 16 further includes a receiver 32 and trans-
mitter 34, both in communication with the controller 30. The
base station 16 further includes one or more transceiver
antennas 36 for receiving output signals from the key fob 14
and passing the output signals to the receiver 32. In the case
that the base station 16 includes a transmitter 34, the trans-
mitter 34 may also use the one or more transceiver antennas
36 for transmitting messages to the key fob 14.

The base station 16 is in direct or indirect communication
with one or more control units 38. The control units 38 may
control various functions of the vehicle 12 such as door locks,
a trunk latch, interior/exterior lighting, climate control,
engine start, etc. Each control unit 38 may have a processor
for receiving instructions from the base station and control-
ling an actuator. For example, a door lock control unit may
include a processor and a motor (or solenoid) for opening/
closing a door lock. Further, the control units 38 may be able
to send messages to the controller 30 of the base station 16.
For example, the door lock control unit 38 may send a signal
to the base station 16 controller 30 that the door has been
locked.

Communication between the controller 30 and the control
units 38 may be conducted over a network bus, for example on
a CAN (Controller Area Network) bus, or other wired or
wireless mechanisms. The controller 30 may include one or
more processors. In the case that the controller 30 includes
more than one processor, communication between the pro-
cessors may also be conducted over a network bus. In addi-
tion, the controller 30 may be configured for communicating
with other devices via various wired and/or networking tech-
nologies, e.g., cellular, Bluetooth®, a universal serial bus
(USB), wired and/or wireless packet networks, etc.

Additionally, the vehicle 12 generally includes an interface
40. In general, the interface 40 is equipped to accept inputs
for, and/or provide outputs from, the controller 30. For
example, the vehicle 12 may include one or more of a display
configured to provide a graphical operator interface (GUI) or
the like, an interactive voice response (IVR) system, audio
output devices, mechanisms for providing haptic output, etc.,
providing communication between the vehicle 12 and the
operator. Further, an operator device, e.g., a portable comput-
ing device such as a tablet computer, a smart phone, or the
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like, may be used to provide some or all of an interface 40 to
the controller 30. For example, an operator device could be
connected to the controller 30 using technologies discussed
above, e.g., USB, Bluetooth®, etc., and could be used to
accept inputs for and/or provide outputs from the controller
30.

The controller 30, may be configured, directly or indirectly,
i.e., via another computing device in the vehicle 12, to com-
municate with a network 21. The network 21 represents one
or more mechanisms by which the vehicle 12 may commu-
nicate with remote computing devices, and may be one or
more of various wired or wireless communication mecha-
nisms, including any desired combination of wired (e.g.,
cable and fiber) and/or wireless (e.g., cellular, wireless, sat-
ellite, microwave and radio frequency) communication
mechanisms and any desired network topology (ortopologies
when multiple communication mechanisms are utilized).
Exemplary communication networks include wireless com-
munication networks (e.g., using Bluetooth, IEEE 802.11,
etc.), local area networks (LAN) and/or wide area networks
(WAN), including the Internet, providing data communica-
tion services.

As shown in FIG. 2, the fob 14 includes a controller 50
including a processor 51 and a memory 53. The processor 51
is configured to execute programs stored in the memory 53,
and to control various functions of the fob 14, e.g., transmit-
ting messages to the vehicle 12, receiving messages from the
vehicle 12, calibrating an output power level, etc. As
described below, the processor 51 may also be programmed to
implement one or more processes to adjust the output power
level during operation.

The fob 14 further includes a transmitter 52 and at least one
transceiver antenna 56. The transmitter 52 is communica-
tively coupled to the controller 50 and is configured to trans-
mit RF messages via the transceiver antenna 56 to the vehicle
12. The transmitter 52 includes a calibration mechanism for
establishing a maximum output power setting and a setting
mechanism for adjusting the output power level during opera-
tion.

In order to support two-way communication, the fob 14
may include a receiver 54 communicatively coupled to the
controller 50. The receiver 54 may be configured to receive,
via the transceiver antenna 56, RF communications from,
e.g., the vehicle 12.

The at least one transceiver antenna 56 may include, e.g.,
first and second transceiver antennas 56. Under some operat-
ing conditions the processor 51 may be programmed to use
both the first and second transceivers 56 in a balanced con-
figuration for a transmitting or receiving a message. That is, in
a transmit mode, each of the first and second transceiver
antennas 56 could transmit at, for example, a substantially
equal power level). Under other operating conditions, the
processor 51 may be programmed to select one of the two
transceiver antennas 56 to be used for a transmission or recep-
tion, and to disable the other antenna 56 during the transmis-
sion or reception. In yet another operating condition, the
processor 51 could adjust a tuning between the first and
second transceiver antennas. As described below, the proces-
sor may consider operating conditions such as the position of
a hand holding the fob 14 to determine which, how many, and
the tuning between transceiver antennas 56 to use for the
transmission or reception.

As discussed above, the fob 14 includes an interface 20 for
receiving input from and providing output to an operator,
such as the driver of the vehicle 12. The interface 20 includes
one or more input devices and may include a display. The
input devices may be buttons, a touch screen display, a gesture
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sensing device, etc., for receiving input from an operator. The
display may include an LCD display, LED display, buzzers,
speakers, haptic feedback, etc., for providing information to
the operator.

The fob 14 may include one or more sensors 60, which may
be communicatively coupled with the controller 50. The sen-
sors 60 may be used to detect the presence of an object, such
as a human hand, proximate or in direct contact with the fob
14. The sensors 60 may further detect if the object is proxi-
mate the transceiver antenna 56. For example, the sensors 60
may include one or more capacitive sensors, resistive sensors,
electromagnetic sensors, optical sensors, etc. In addition to
detecting the presence of an object and proximity of the object
to the transceiver antenna 56, the sensors 60 may detect, e.g.,
a size, position, orientation, conductivity or other character-
istic of the object. The sensors 60 may be arranged in an array,
for example a 3x3 array of capacitive sensors, distributed over
a surface of the fob 14, in order to receive additional infor-
mation regarding characteristics of the object proximate the
fob 14.

Additionally or alternatively, sensors 60 may include
accelerometers, gyroscopes, magnetic field sensors, etc.,
used to detect movement or orientation of the fob 14. The
processor 51 may be programmed, for example, based on the
movement of the fob 14 as detected by one or more sensors 60
to determine whether the fob 14 is being held by a person, in
a person’s pocket, stationary, etc.

The fob 14 may further include a feedback mechanism 62
for sending a feedback signal representative of output power
level to the controller 50. The feedback mechanism may
include an RF sensing element 63. The RF sensing element 63
may be, for example, a trace on a printed circuit board, spaced
away from the transceiver antenna 56. Additionally or alter-
natively, in the case where there is more than one transceiver
antenna 56, the controller 50 may control the fob 14 such that,
when one transceiver antenna 56 is used for transmitting a
message, another transceiver antenna 56 is used as the RF
sensing element 63.

A battery 64 supplies power to the fob 14. The fob 14 may
include a state-of-charge unit (SOC) 66 to monitor the state-
of-charge of the battery 64. The SOC 66 may monitor an
output voltage, output current, output resistance, etc., of the
battery 64. Based on these monitored values, a computing
device in the SOC 66, the processor 51 or another computing
device may determine an estimated state-of-charge of the
battery 64. Based on the determination of a battery low charge
state, the processor 51 may adjust the output power level
and/or adjust other communication parameters. Additionally
or alternatively, the processor 51 may communicate the state-
of-charge information to the vehicle 12.

Calibration of Maximum Output Power Level

In order to minimize or possibly avoid interference with
other communication systems, and when applicable, to com-
ply with regulations, the fob 14 may be calibrated to transmit
at an output power level less than or equal to a maximum
power level. A test may be conducted on an exemplary sample
of'a fob 14 according to a specific design type or model. The
fob 14 may transmit a message at a known output power
setting under known conditions. In order to prevent interfer-
ence from the presence of a human hand or other conductive
object, the fob 14 may be activated (for example, a transmit
button may be depressed), by an object made of non-conduc-
tive material. The output power level may be measured by a
measurement unit at a known distance, e.g., one meter, three
meters, etc., from the fob 14. Based on the measured output
power level, a component value in the fob 14 transmitter 52
may be adjusted or a power level setting correction deter-
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mined. The component adjustment or power level setting
correction may be included in the manufacture of fobs 14 with
the same design type or model. For example, an initial or first
power level setting, corresponding to the maximum power
level under calibration conditions, may be stored in the
memory 53 of the controller 50.

Compensating for Interference

Adjustment Based on Object Detection

Anobject, for example, a human hand, proximate the trans-
ceiver antenna 56 of the fob 14 may cause a reduction of the
output power level of the fob 14 and interfere with a trans-
mission. As noted above, the human-fob interaction may
change the antenna pattern so that there is less gain in the
direction of the vehicle. This may cause a reduction in range
of'the RKE system and result in reduced operator satisfaction.
In order to compensate for the reduction in output power
level, the fob 14 may adjust an output power setting based on
the detection of an object proximate the transceiver antenna
56. Proximate the transceiver antenna 56 may be defined, for
example, as directly contacting at least one sensor 60 on the
fob 14 housing 18. As another example, proximate the trans-
ceiver antenna 56 may be defined as touching the fob 14
housing within three centimeters of the transceiver antenna
56 on a particular side of the fob 14 (for example, the side
typically pointed toward the vehicle 12 when the fob 14 is
operated). As yet another example, proximate the transceiver
antenna 56 could be defined as within a detectable range of a
gesture recognition system 60 included in the fob 14, for
example five centimeters.

Sensors 60 may be used to detect the presence of the object
proximate the transceiver antenna 56. The sensors 60, upon
detecting an object, may provide data to the controller 50. For
example, one or more capacitive sensors 60 may be included
in the housing 18 of the fob 14. The one or more capacitive
sensors 60 may be positioned to detect a hand or other object
touching the fob 14 three centimeters or less from the trans-
ceiver antenna 56.

As another example, the sensors 60 may include gesture or
proximity sensors as are known, e.g., optical, capacitive,
magnetic sensors 60. The sensors 60 may detect the presence
of'a hand or other object in a space proximate the transceiver
antenna 56, whether or not the object is directly contacting the
fob 14.

Based on the detection of the object, the sensors 60 may
send a message to the processor 51 indicating the presence of
an object proximate the transceiver antenna 56. Based on the
message, the processor 51 may adjust an output power setting
by a predetermined adjustment factor. The predetermined
adjustment factor may be an amount determined to compen-
sate the output power level for the interference caused by the
object without exceeding the maximum power level. The
predetermined adjustment factor may be determined empiri-
cally. For example, tests may be conducted in a controlled
environment to determine a minimum power loss which
occurs when an object is proximate the transceiver antenna
56. The predetermined adjustment factor may be determined
to compensate the minimum power loss. A margin of error
may be included in the determination of the predetermined
adjustment factor to allow for variations in performance of
individual units and variations due to differences between
objects.

In addition to detecting the presence of an object proximate
the transceiver antenna 56, the sensors 60 may detect, and
report to the processor 51, additional characteristics regard-
ing the object. For example, as shown in FIG. 3, the fob 14
may include a capacitive sensor array 60 including a plurality
of capacitive sensors arranged at various positions on the fob
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14. Based on signals from the capacitive sensor array 60, the
processor 51 may determine that an object is, e.g., proximate
a right side of the fob 14. Based on the determination, the
processor 51 may, for example, use a first transceiver antenna
56 on a left side of the fob 14 for transmitting a message and
disable a second transceiver antenna 56 on the right side of the
fob 14, or adjust a tuning between the first and second trans-
ceiver antennas 56.

As another example, based on input from the sensors 60,
the controller 50 may estimate a level of interference. The
processor 51 may receive input, for example, that the object is
covering a small area or large area surrounding the transceiver
antenna 56 and select from one or more predetermined adjust-
ment factors based on the estimated level of interference.

As noted above, in addition to adjusting the output power
level of the key fob 14, adjustments to other communication
parameters, such as time-to-sleep mode, data rate, preamble
time, etc. may be made.

The sensors 60 may be used to prevent accidental activa-
tion of the fob 14. For example, the processor 51 may be
programmed to only receive input from the interface 20 when,
based on input from the sensors 60, the controller determines
that an object (such as a human hand) is in contact with the fob
14.

Additionally or alternatively, some sensors 60 may only be
activated (powered on) when the processor 51 has received
input from the interface 20. In this manner, power consump-
tion of the sensors 60 could be reduced.

Adjustment Based on Feedback

A feedback mechanism 62 may be used to monitor and
adjust the output power level of the fob 14. As described
above, an RF sensing element 63 or other antenna included in
the fob 14 may receive an output signal from the transceiver
antenna 56. The RF sensing element 63 or other antenna may
pass the output signal to the feedback mechanism 62. Based
on the received output signal the feedback mechanism may
provide a feedback signal to the processor 51. By monitoring
the feedback signal, the processor 51 may know when the
output signal is approaching the maximum power level.

In an exemplary process, the processor 51 initially deter-
mines a feedback signal level corresponding to the maximum
power level. During calibration, as described above, an exem-
plary fob 14 is adjusted to operate at a maximum power level
14. During operation at the maximum power level, the con-
troller 50 may receive and store in memory 53 the level of the
feedback signal corresponding to the maximum power level.
Based at least partially on this level, a stored threshold value
may be determined. For example, the stored threshold value
may be determined as the level of the feedback signal during
fob 14 operation at the maximum power level, minus a margin
factor, as described below.

During transmission by the fob 14 in a standard operating
mode, the feedback signal may be monitored by the processor
51. If the feedback signal is below the stored threshold value,
the processor 51 may increase the output power setting.

The margin factor may be determined to account for varia-
tions in the manufacturing process of the fob 14. The margin
factor may further be determined to account for the expected
change in output power level based on a smallest available
adjustment to the power setting. In other words, the stored
threshold value may be selected such that a power setting
adjustment will not result in exceeding the maximum power
level. The stored threshold value may be stored in the memory
53 of other fobs 14 of the same design during the manufac-
turing process.

As one example, the controller 50 may incrementally
increase the output power setting. The increase increment
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may be a fixed amount based on characteristics of the fob 14
transmitter 52. For example, the output power setting may
have a fixed number of values, and the controller 50 may
select the next higher value. Alternatively, the increase incre-
ment could be calculated based on the feedback signal level.
The processor 51 may calculate an adjustment value, based
onthe feedback signal, indicating how much the output power
setting may be increased to approach without exceeding the
maximum output power. The processor 51 may then increase
the output power setting according to the adjustment value.
After increasing the output power setting, the processor 51
may continue to monitor the feedback signal to determine if
any further correction is required.

In addition to adjusting an output power setting based on
the feedback signal, the processor 51 may be programmed to
adjust a tuning of the transceiver antennas 56. For example,
the processor 51 may shift a tuning between first and second
transceiver antennas 56 such that, e.g., the first transceiver
antenna 56 transmits at a higher power level than the second
transceiver antenna 56, and determine if the level of the feed-
back signal increases based on the shift.

In a case where the fob 14 is malfunctioning such that the
feedback signal exceeds the stored threshold value, the pro-
cessor 51 may also be programmed to reduce an output power
setting, and/or if the condition persists, disable the fob 14
transmitter 52. Adjustments to other communication param-
eters may also be made.

The processor 51 may further be programmed to use data
from sensors 60 as well as feedback from the feedback
mechanism 62 for adjusting the output power setting of the
fob 14. As one example, the processor 51 may be pro-
grammed, as described above, to adjust the output power
setting by a predetermined amount based on data received
from the sensors 60. Following the adjustment, the controller
50 may determine based on a feedback signal from the feed-
back mechanism 62 if a further adjustment is necessary.
Reporting Battery Characteristics

The fob 14 may include a state-of-charge unit (SOC) 66 to
estimate the remaining charge in a battery 64. The SOC 66
may measure an output voltage, output current, output resis-
tance, etc., of the battery during operation, and based on these
measurements; determine characteristics of the battery 64,
e.g., the estimated remaining charge. Based on the deter-
mined battery 64 characteristics, the fob 14 may adjust oper-
ating characteristics of the fob 14. For example, if it is deter-
mined that the battery 64 output voltage is dropping due to a
low charge state, the processor 51 may adjust a power setting
of the transmitter 52, or adjust other communication param-
eters. Additionally or alternatively, the fob 14 may report the
characteristics to the vehicle 12 base station 16.

Similarly, the base station 16 may, based on the battery 64
characteristics, adjust operation of the base station 16. For
example, if the base station 16 receives a message that the
estimated remaining charge of the battery 64 is below a first
charge threshold level, the base station 16 may increase a
sensitivity of the base station 16 receiver 32. The first charge
threshold level may be empirically determined as a charge
level at which, for example, the output transmit power is
decreased by approximately 20% in a fob 14 of a particular
design.

As another example, when the base station 16 receives a
message that the estimated remaining charge in the battery 64
is below a second charge threshold level, the base station 16
may, for example, via the interface 40, display a message that
the battery 64 is near end of life, or if applicable, needs to be
recharged. The second charge threshold level may be empiri-
cally determined as a charge level at which, for example, the
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battery 64 can maintain specified operating conditions for an
estimated 100 additional fob 14 transmissions. The base sta-
tion 16 may further, for example, provide the information
relating to the battery 64 condition to the operator via the
network 21, for example via email.

Exemplary Processes

FIG. 4 is a diagram of an exemplary process 100 for com-
pensating a fob 14 for interference based on the detection of
an object proximate the fob 14 transceiver antenna 56, gen-
erally carried out according to instructions by the processor
51.

The process 100 begins in a block 105, in which the fob 14
detects an operator input from the interface 20. For example,
the interface 20 may include a plurality of buttons. An opera-
tor ofthe vehicle 12 may depress one of the buttons, providing
an input to the processor 51. The processor 51 determines,
based on the input that the operator would like to transmit a
message to the vehicle 12. The process 100 continues in the
block 110.

In the block 110, the processor 51 receives input from one
or more sensors 60. As described above, the sensors 60 may
provide a detection input indicating that an object is in direct
contact with the fob 14, and may indicate a position or posi-
tions on the fob 14 that are directly contacted by the object.
The sensors 60 may additionally indicate if the object is
proximate the fob 14 transceiver antenna 56. Further, the
sensors 60 may provide other information such as an orien-
tation of the fob 14, movement of the fob 14, etc. The pro-
cessor 51 may receive and store the input from the sensors 60.
The process 100 continues in a block 115.

In the block 115, the processor 51 may determine charac-
teristics of the object. For example, based on the position or
positions of the fob 14 in direct contact with the object, the
controller 50 may determine that the fob 14 is being held by
ahand on the right side or left side. Based on input indicating
orientation or movement of the fob 14, the processor 51 may
determine, for example, that the fob 14 is being held in a
horizontal position. The processor 51 may determine other
characteristics of the object, e.g., the extent that the object is
covering the fob 14, the conductivity of the object, etc. The
process 100 continues in a block 120.

Inthe block 120, the processor 51 may determine an adjust-
ment for the power level setting. As described above, the
output power setting may be adjusted by a predetermined
adjustment factor. The predetermined adjustment factor may
be a fixed value, or may be selected from a number of prede-
termined adjustment factors, based on the determined char-
acteristics of the object. The process 100 continues in a block
125.

In the block 125, the processor 51 adjusts an output power
setting of the fob 14 transmitter 52 according to the predeter-
mined adjustment factor determined in the block 120. As
described above, the processor 51 may send an instruction to
the transmitter 52, and based on the instruction, the transmit-
ter 52 may adjust the output power setting to reflect the
predetermined adjustment factor. Additionally or alterna-
tively, the processor 51 may adjust other communication
parameters. The process 100 continues in a block 130.

In the block 130, the processor 51 instructs the fob 14
transmitter 52 to transmit a message to the vehicle 12. The
transmitter 52 transmits the message, at the output power
setting set in the block 125. The process 100 may end upon
completion of the transmission.

FIG. 5 is a diagram of an exemplary process 200 for com-
pensating a fob 14 for interference based on feedback from a
feedback mechanism 62, generally carried out according to
instructions by the processor 51.
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The process 200 begins in a block 205, in which the fob 14
detects an operator input from the interface 20. As described
in regard to process 100, the interface 20 may include a
plurality of buttons. The operator of the vehicle 12 may
depress one of the buttons, providing an input to the controller
50. The processor 51 determines, based on the input that the
operator would like to transmit a message to the vehicle 12.
The process 200 continues in the block 210.

In the block 210, the processor 51 sets and/or increments
the power level setting of the fob 14 transmitter 52. For an
initial transmission, following a detection of an operator input
in block 205, the processor 51 may set the power level setting
at an initial power setting. The initial power level may be, for
example, the initial power setting determined from calibra-
tion of the fob 14, as described above. For a subsequent
transmission, the power setting may be incrementally
increased. The increase amount may be a fixed amount, or an
amount determined based on the feedback signal value, as
described above. Additionally or alternatively, the processor
51 may make adjustments to other communications param-
eters. The process 200 continues in a block 215.

In the block 215, the fob 14 transmits a message to the
vehicle 12. The processor 51 sends an instruction to the trans-
mitter 52 which transmits a message at a power setting as set
in the block 210. The process 200 continues in a block 220.

In the block 220, the processor 51 determines if the value of
a feedback signal is less than a stored threshold value. The
feedback mechanism 62 provides a feedback signal to the
controller indicating the output power level of an output sig-
nal transmitted from the transmitter 52. The processor 51
compares the feedback signal with the stored threshold value.
If the processor 51 determines that the feedback signal is
below the stored threshold value, process 200 continues in the
block 210 and initiates another transmission at a higher power
setting, as described above. If the processor 51 determines
that the feedback signal is greater than or equal to the prede-
termined threshold, the process 200 ends.

The term “exemplary” is used herein in the sense of signi-
fying an example, e.g., a reference to an “exemplary widget”
should be read as simply referring to an example of a widget.

In the drawings, the same reference numbers indicate the
same elements. Further, some or all of these elements could
be changed. Accordingly, it is to be understood that the above
description is intended to be illustrative and not restrictive.
Many embodiments and applications other than the examples
provided would be apparent to those of skill in the art upon
reading the above description. The scope of the invention
should be determined, not with reference to the above
description, but should instead be determined with reference
to the appended claims, along with the full scope of equiva-
lents to which such claims are entitled. It is anticipated and
intended that future developments will occur in the arts dis-
cussed herein, and that the disclosed systems and methods
will be incorporated into such future embodiments. In sum, it
should be understood that the invention is capable of modifi-
cation and variation and is limited only by the following
claims.

The invention claimed is:

1. A method comprising:

transmitting a first output signal at a first power setting;

receiving, via a feedback mechanism in a key fob, a first
feedback signal indicating a first output power level of
the first output signal;

comparing the first output power level to a threshold level;
and
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transmitting a second output signal at a second power
setting greater than the first power setting if the first
output power level is below the threshold level.

2. The method of claim 1, further comprising:

receiving, via the feedback mechanism, a second feedback

signal indicating a second output power level of the
second output signal;
comparing the second output power level to the thresh-
old level;
transmitting a third output signal at a third power
setting greater than the second power setting if the
second output power level is below the threshold
level.

3. The method of claim 1, further comprising determining
the threshold level from calibration data.

4. The method of claim 1, further comprising determining
the first power setting from calibration data.

5. The method of claim 1, wherein the feedback mecha-
nism includes a radio frequency sensing element.

6. The method of claim 1, wherein the key fob includes a
plurality of transceiver antennas, the plurality of transceiver
antennas including a first transceiver antenna and a second
transceiver antenna, the method further comprising:

receiving a detection signal from a sensor;

determining a position of an object proximate the key fob

based on the detection signal;
selecting one of the first transceiver antenna and second
transceiver antenna to transmit the first output signal
based on the determination of the hand position; and

selecting the other one of the first transceiver antenna and
second transceiver antenna to feedback the first output
signal to the feedback mechanism.

7. The method of claim 1, further comprising:

transmitting a fourth output signal at a fourth power setting

less than the first power setting if the first output level is
above the threshold level.

8. The method of claim 1, wherein the first power setting is
increased a first amount to the second power setting, wherein
the first amount is based on empirical data.

9. The method of claim 1, wherein comparing the first
output power level to the threshold value includes calculating
a difference between the first feedback signal and the thresh-
old level and determining the first amount based at least in
part on the calculated difference.

10. A key fob comprising:

a memory device;

a transmitter;

a feedback mechanism programmed to provide a first feed-

back signal; and

a processor programmed to transmit a first output signal at

a first power setting, receive the first feedback signal
indicating a first output power level of the first output
signal, compare the first output power level to a thresh-
old level and transmit a second output signal at a second
power setting if the power level of the first feedback
signal is below the threshold level, wherein the second
power setting is greater than the first power setting.

11. The key fob of claim 10, wherein the processor is
further programmed to receive a second feedback signal indi-
cating a second power level ofthe second output signal via the
feedback mechanism, compare the second output level to the
threshold level, and transmit a third signal at a third power
setting greater than the second power setting if the second
output power level is below the threshold level.

12. The key fob of claim 10, wherein the stored threshold
level is determined from calibration data.
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13. The key fob of claim 10, wherein the first power setting
is determined from calibration data.

14. The key fob of claim 10, wherein the feedback mecha-
nism includes a radio frequency sensing element.

15. The key fob of claim 14, wherein the feedback antenna
is a wire trace spaced away from a transceiver antenna
included in the key fob.

16. The key fob of claim 10, further comprising:

a plurality of transceiver antennas, the plurality of trans-

ceiver antennas including a first transceiver antenna and

a second transceiver antenna; and

at least one sensor; wherein the processor is further
programmed to:

receive a detection signal from the at least one senor,

determine a position of an object proximate to the key
fob based on the detection signal,

select one of the first transceiver antenna and second
transceiver antenna to transmit the first output signal
based on the determined position of the object; and

select the other one of the first transceiver antenna and
second transceiver antenna to feedback the first output
signal to the feedback mechanism.

17. The key fob of claim 10, wherein the processor is
further programmed to transmit a fourth output signal at a
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fourth power setting less than the first power setting if the first
output power level is greater than the threshold level.

18. The key fob of claim 10, wherein the first power setting
is increased a first amount to a second power setting, wherein
the first amount is based on empirical data.

19. The key fob of claim 10, wherein comparing the first
output power level to the threshold value includes calculating
a difference between the first feedback signal and the thresh-
old level and determining the first amount based at least in
part on the calculated difference.

20. A key fob comprising:

a memory device;

a transmitter;

a plurality of transceiver antennas including a first trans-

ceiver antenna and a second transceiver antenna;

a feedback mechanism programmed to provide a first feed-
back signal; and

a processor programmed to transmit a first output signal at a
first power setting, receive the first feedback signal indicating
a first output power level of the first output signal, compare
the first output power level to a threshold level and adjust a
tuning between the first transceiver antenna and the second
transceiver antenna if the power level of the first feedback
signal is below the threshold level.

#* #* #* #* #*



